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Classic style
luminaries with the latest
technology.

SNOILNTOS ONILHOIT 1334d1S

Luminaria de estilo
clasico con la tecnologia
mas actual.




600mm

750mm

750mm

940mm

Available technologies:
Tecnologias disponibles:

LEDing

LED Technology +info pg. 16

DL e

Standard Configuration

Configuracion Standard +info pg. 14

General Characteristics

Upper and lower housing made of injected aluminium.
Upper dome made of spun aluminium.

Injected metachrylate HIR diffuser.

Locking system and screws in stainless steel.

Optical unit protection: IP-66

Impacts protection: IK-10

Class Il (Class | when using LED technology)
Standard Color: RAL-9007

Standard: CE

Caracteristicas Técnicas

Cuerpo superior e inferior de fundicion de aluminio
inyectado.

Cupula superior de aluminio repulsado.

Cubeta de metacrilato HIR inyectada.

Sistema de cierre y tornilleria de acero inoxidable.
Proteccion grupo dptico: IP-66

Proteccion Impactos: IK-10

Clase Il (Clase I con el uso de grupo dptico LED)
Color Standard: RAL-9007

Normas: CE

Other options:

Opciones:

>

ROS intelligent

Remote Management System
Sistema de Telegestion Remota

+ info pg. 24
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CUSTOM LEDing
Customized Solutions
Soluciones Personalizadas
+ info pg. 20

&= ulllly
LEDing RETROFIT

Give second use to the Lanterns.
Segunda vida a las Luminarias.

+ info pg. 22

HISTORICAL CENTERS B4 PARKS

CENTROS HISTORICOS / JARDINES
RESIDENTIAL PEDESTRIAN AREAS
ZONAS RESIDENCIALES * ZONAS PEATONALES

@ URBAN CLASSIC DESIGN
DISENO URBANO CLASICO

STREET LIGHTING SOLUTIONS

1 www.roslighting.com
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DL Luminaire
Luminaria DL Lampara de descarga

DL Discharge Lamp

Series / Serie Lamps / Lémparas
CLOTA HPS/SAPR 50W ~ 400W
M.H./ H.M. 50W ~ 400W
é 9 M.H./H.M. [G-12]  20W ~ 150W
-E I':PI + info pg. 152
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é. 5 MORE Information Discharge Lamp see page 14.
o (_,Z) MAS Informacion Lampara de Descarga ver pagina 14.
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d Fotometric behaviour.
g Comportamiento fotométrico.
w
LRA-78600 E | RFL-B12 H.P.S./VSAP 70W LRA/S-78600 D | RFL-Sm09 M.H. 70W
POLAR DIAGRAM POLAR DIAGRAM
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The above values may be modified because of constant evolution and technological improvement.
Los valores mostrados pueden verse modificados debido a la constante evoiucion y mejora tecnoldgica.

Example of lighting values in a typical road.
Caso ejemplo de valores de iluminacion en vial tipo.

LRA-78600 | RFL-B12 H.P.S./VSAP 100W

ME4b Class*, Road:
Clase ME4b*, Caizada:

Lm = 0,76cd/m?2

UL =0,72 —
Up=0,58
Tl =13,91% i

SR =0,56

Adjacent sidewalk:
Acera adyacente:

Em =9,00 lux
Umn=0,53

Opposite sidewalk:
Acera opuesta:
Em = 8,00 lux
Umn=0,81

* Regulation RD-1890/2008.
* REEAJE segtin RD-1890/2008.

7,5m

2,0m 9,0m 2,0m 28,0m




LED Luminaire
Luminaria LED

ROS LEDing

Series/Serie  Optical Characteristics / C. Opticas

CLOTA PROGRAMMABLE 15W ~ 100W
POWER RANGE

COLOR TEMPERATURE 4000 °K

LUMINOUS FLUX 1600 ~ 9000Im

m N° of LED’s 24 max.
Up to 50/24 max. hasta 48
+ info pg. 1562

MORE Information LEDing see page 16.
MAS iInformacion LEDing ver pagina 16.

Fotometric behaviour.
Comportamiento fotométrico.

LRA-78600A1 LRA-78600A2 LRA-78600A3
POLAR DIAGRAMS LED A1 50W LED A2 50W LED A3 50W

SENPLAES C

‘ L] v 50 axsm AT caor
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‘ The above values may be modified because of constant evolution and technological improvement.
Los vajores mostrados pueden verse modificados debido a ja constante evolucion y mejora tecnoidgica.

()
e
Example of lighting values in a typical road. 8
‘ Caso gjemplo de valores de iluminacion en vial tipo. 3
| (@)
| LRA-78600A1 | LED A1 82W D g
| 23
ME4b Class*, Road: E2
Clase ME4b", Calzada: -
Lm = 0,83cd/m2 i 3.2
UL =0,66 — 0 8
Uo =0,47 w =
Tl =6,45% 1 n:é
SR=0,38 g

Adjacent sidewalk:
Acera adyacente:
Em = 9,00 lux 7.5m
Um=0,67
Opposite sidewalk:
Acera opuesta:
Em =5,78 lux
Um=0,64

* Regulation RD-1890/2008.
* REEAIE seguin RD-1890/2008.

2,0m 9,0m 2,0m 28,0m




