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HITRON B/D 726-5 SUSO-DONG, KANGNAM-GU, 

SEOUL, KOREA

TEL : 82-2-3410-9303  FAX : 82-2-445-9898

SEOUL OFFICE (135-220) HEAD OFFICE (456-881) 
109-19 MAJEON-RI, SAMJUK-MYEON, ANSUNG-

CITY, KYUNGKI-DO, KOREA 

TEL : 82-31-670-9001  FAX : 82-31-674-9900
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NEW BNC  CAMERAS

 

COLOR

High-performance 1/3" SONY DSP color CCD technology

Dual power capability automatically selects AC24V / DC 12V for proper operation

Emphasizes simplicity by refined cosmetic design

High degree of compatibility with video or DC-type lenses

Supports standard C or CS mount lenses

Equipped with electronic iris

Quick connection to auto iris lens with 4-pin connector

AGC adjustment

Include BLC function
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HICB355H/365H/375H/385H
HICB359H/369H/379H/389H



AC 90~260V, 60Hz +/-1Hz

Standard          : Max. 4.8 Watts

High resolution : Max. 5.0 Watts

       

440g

SPECIFICATIONS

CONNECTOR & MECHANICAL

MODEL HICB3X5H

Power source

Power consumption                    

     

Image sensor

Picture element (HxV)

Scanning system                             

Scanning frequency

Operating temperature

Sync. system

Electronic shutter

Signal format

Resolution                                 

Min. Illumination

Video output

White balance

S/N ratio

Auto/Man. Shutter

Flickerless (F.F)                        

BLC

EI

Auto iris lens

AGC select (when AGC on)

AGC

White balance

Sync.

                                                      

DC iris level

Phase level

Video output

Power input

Auto iris output

Lens mount

Mounting hole

Dimensions (WXHXD)

Weight                

POWER

HICB3X9H

GENERAL

VIDEO

FUNCTION

    

     

1/3" interline transfer CCD [SONY DSP]

NTSC    Standard(HICB35XH)            : 537 x 505,     PAL    Standard(HICB37XH)

              High resolution(HICB36XH)  : 537 x 597,                High resolution(HICB38XH) 

2:1 interlace

NTSC  : 15.75KHz(H), 60Hz(V), PAL : 15.625KHz(H), 50Hz(V) 

-10 C ~ 50 C (14 F~122 F)

Line lock / Internal

NTSC : 1/60 ~1/100,000 sec., PAL : 1/50 ~1/100,000 sec. 

NTSC : 525 lines, PAL : 625 lines

Standard : 330 TV lines, High resolution : 480 TV lines

NTSC    Standard            : 0.7 Lux (F1.2 Lens, 50IRE),    PAL    Standard           : 1.4 Lux (F1.2 Lens, 50IRE) 

              High resolution  : 1.0 Lux (F1.2 Lens, 50IRE),               High resolution : 1.6 Lux (F1.2 Lens, 50IRE) 

1.0 Vp-p (75 ohm)

ATW [ 2800~8000K]

50dB (AGC off)

Auto (on). Manual (off) (dip switch)

Manual shutter ( 8 mode    NTSC : 1/60, 1/100, 1/250, 1/500, 1/1000, 1/2000, 1/4000, 1/10000,

                                           PAL    : 1/50, 1/120, 1/250, 1/500, 1/1000, 1/2000, 1/4000, 1/10000 )

ON / OFF (Dip switch)

ON / OFF (Dip switch)

ON / OFF (Dip switch)

DC / VIDEO (Dip switch)

NOR / HI (Dip switch)

ON / OFF (Dip switch)

ON / OFF (4 Mode : ATW, Quick, Indoor, Outdoor) (Dip switch)

Internal / Line lock (Dip switch)

Adjustable (volume)

Adjustable (volume)

BNC

3-pin terminal block

4-pin mini din jack

C/CS (Selected through back focus)

1 / 4 "-20 UNC top and bottom

62 x 54 x 127 mm
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AC 24V +/-10%, 50/60Hz +/-1Hz

DC 12V +/-10%

Standard          : Max. 3.0 Watts(AC), 2.7 Watts(DC)

High resolution : Max. 3.2 Watts(AC), 3.0 Watts(DC)
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