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• EXTERNALLY ADJUSTABLE PAN AND TILT MECHANISM

• HIGH RESOLUTION COLOUR CAMERA

• VANDAL RESISTANT DIE-CAST ALUMINIUM HOUSING WITH
POLYCARBONATE HEMISPHERE

• CEILING MOUNTED

• WEATHERPROOF DESIGN SUITABLE FOR INDOOR OR OUTDOOR
APPLICATIONS

• LENS OPTIONS: 3.6, 6.0 OR 12MM

Manual Dome Camera

EXTERNALLY ADJUSTABLE DOME 

Unique in the market place, the Series
1000 mini dome allows pan and tilt
adjustment of the view without the need
to open the camera.A simple tool allows
external access to 355º rotation and 90º
tilt to quickly reassign the camera to an
alternate position. This is achieved
without disturbing weatherproof seals or
allowing dust to enter the housing.

benefits
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PRODUCT
CODE

DESCRIPTION POWER
CONSUMPTION

DIMENSION
OUTSIDE

WEIGHT IP-
LEVEL

LENS CCD
DESCRIPTION

DM/1000-100 Externally adjustable
vandal resistant Colour
Dome 1/3” 480TVL
with 3.6mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=3,6mm
F2.0

Colour 1/3”,
0.1 Lux (F=2.0)

DM/1000-101 Externally adjustable
vandal resistant Colour
Dome 1/3” 480TVL
with 6.0mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=6mm
F2.0

Colour 1/3”,
0.1 Lux (F=2.0)

DM/1000-102 Externally adjustable
vandal resistant Colour
Dome 1/3” 480TVL
with 12.0mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=12mm
F2.0

Colour 1/3”,
0.1 Lux (F=2.0)

DM/1000-103 Externally adjustable
vandal resistant colour
FIX Dome 1/3” 380TVL
with 3.6mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=3,6mm
F2.0

Colour 1/3”,
1 Lux (F=2.0)

DM/1000-104 Externally adjustable
vandal resistant Colour
FIX Dome 1/3” 380TVL
with 6.0mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=6mm
F2.0

Colour 1/3”,
1 Lux (F=2.0)

DM/1000-105 Externally adjustable
vandal resistant Colour
FIX Dome 1/3” 380TVL
with 12.0mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=12mm
F2.0

Colour 1/3”,
1 Lux (F=2.0)

DM/1000-106 Externally adjustable
vandal resistant Mono
FIX Dome 1/3” 580 TVL
with 3.6mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=3,6mm
F2.0

Colour 1/3”,
0.1 Lux (F=2.0)

DM/1000-107 Externally adjustable
vandal resistant Mono
FIX Dome 1/3” 580TVL
with 6.0mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=6mm
F2.0

Colour 1/3”,
0.1 Lux (F=2.0)

DM/1000-108 Externally adjustable
vandal resistant Mono
FIX Dome 1/3” 580TVL
with 12.0mm lens.

12VDC / 140mA 60x141mm 0,7kg IP67 Fixed
f=12mm
F2.0

Colour 1/3”,
0.1 Lux (F=2.0)
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