
MAIN FEATURES:

• 3 - axis gimble

• 480TVL resolution colour

• 580TVL resolution monochrome

• 3-9mm Direct Drive lens

• BLC On/Off

• AGC On/off

• Simple locking install for inner 

liner

The increasingly popular discreet range of Vista Varifocal domes sits in a unique

position of offering both overt but discreet surveillance, giving peace of mind without

undue intrusion.  Making them ideally suited for hotel & office corridors, reception

and lobby areas. 

Vista has now improved its extensive range of high quality high resolution Vari-

Focal Domes. They have been designed with a 3 - Axis Gimble to facilitate greater

flexibility if the dome needs to be installed on a wall.  In maintaining their current

housing design and size they continue to provide the discreet video surveillance that

have made them such a successful and popular camera, with different and coloured

options for base and bubble to blend with all environments.

3-AAXIS  DISCREET  FIXED  DOME

IDEAL FOR APPLICATIONS SUCH AS:

• Retail outlets

• Hotels

• Lobby areas

• Small warehouses

• Reception areas

• All general surveillance 

applications

THE UK’S PREMIER CCTV BRAND

VISTA VFD-3A
3-AXIS FIXED MINI DOME RANGE



DISTRIBUTED BY:

ALL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE

TECHNICAL INFORMATION

VISTA NORBAIN HOUSE, ESKDALE ROAD, WINNERSH TRIANGLE, WOKINGHAM, BERKSHIRE. RG41 5TS 
TELEPHONE: +44 (0) 118 944 0123 FAX: +44 (0) 118 944 0999 
WEBSITE: WWW.VISTA-CCTV.COM

DATASHEET VERSION: JULY 2005

VIDEO PROCESSING

SENSOR

EFFECTIVE PIC ELEM

RESOLUTION

MIN. ILLUMINATION

S/N RATIO

BACKLIGHT COMP

SYNC RATIO

GAMMA COMP

WHITE BALANCE

ATW RANGE

POWER SUPPLY

POWER CONSUMPTION

OPERATIONAL TEMP.

CAMERA DIMENSIONS

BOX DIMENSIONS

WEIGHT (NET)

BOX WEIGHT

LENS FOCAL LENGTH

FIELD OF VIEW

VFD3V9M-33A VFD3V9C-33A

Analogue DSP

1/3"

752(H) x 582(V)

580 480

0.1 Lux 1.0 Lux

>52dB >48dB

On / Off Switch

Internal

0.45

N/A Automatic

N/A 3000K-9000K

12V DC +15% / - 10%

2.5W 3W

-10ºC to + 45ºC <80% RH

100 Dia x 80(H)

158 x 114 x 158

229g

377g

3 ~ 9mm DD F12 ~ 360

31.6º~72º (H) / 23.6º ~ 60º (V)

VFD3V9C-3A

VFD3V9CS-3A

VFD3V9CW-3A

VFD3V9CSW-3A

VFD3V9M-3A

Base Liner Bubble

Black Black Clear

Black Black Smoked

White White Clear

White Black Smoked

Black Black Clear

The VFD4V9 domes come in various case colours:

There are also wall and pendant mount brackets for the VFD4V9 domes:

VFDWBB

VFDPBW

VFDWBW

Black  wall  bracket
Black  pendant  bracket
White  wall  bracket

Suitable PSU’s for the VFD domes

VPSU500/12

VPSU1000/12

500mA  12V  DC  2.1mm  Jack
1000mA  12V  DC  2.1mm  Jack

ORDERING INFORMATION

VFD3V9M-3A 1/3”, monochrome 3-axis fixed dome, 

12V DC

VFD3V9C-3A 1/3”, colour 3-axis fixed dome, 

12V DC


