Video Security & ! X

HDH302-SH
Pendant Mount Outdoor Dome Housing
Clear Bubble 6.8", 230VAC

Features

Outdoor Housing for Fastrax Dome Cameras Clear Bubble 6.8 (172mm)

For Wall and Ceiling Mount Protection Rating: IP65

Sunshield, Heater and Blower Kit Included Supply Voltage: 230VAC/50Hz

Bubble 172mm (6.8"), clear acrylic plastic

Load capacity Approx. 2.0kg

Connection 1 1/4" PT thread

Supply voltage 230VAC, 50Hz

Power consumption Approx. 56watts for heater and blower and incl. dome
camera

Power consumption (heater) Approx. 30watts

Temperature range (Operation) -45°C to +50°C

Protection rating IP65

Housing Aluminium, Pipes: Steel, Trimring: Plastic

Colour Light-grey polyester powder coat

Weight Approx. 4.3kg
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Eckmontagewinkel / Corner Mount Adapter
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CCTV Center C/361

6 Urbanizacion la vallesa - 46182 La Cafada. Valencia
Phone +34 96 132 11 01 - Fax +34 96 132 11 08
ventas@cctvcentersl.es - www.cctvcentersl.es
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Mastmontageadapter / Pole Mount Adapter
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MabBe/Dimensions: mm
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