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DIMENSIONS

¥ 51cm (20") diagonal actual visual size.
¥ 500 TV lines h.resolution (S-Video).
¥ 3 channel video inputs (composite A/B or S-Video).
¥ Built-in Panasonic Security Data Link connector.
¥ Max. 0.7W speaker output. 
¥ 19-type Mounting bracket is provided.

Unit : mm (inches)

Power Source 120 V AC, 60 Hz 
Power Consumption 90 W (Approx.)
Input/Output Video (Input: 2 / Output: 2) -- BNC;

1.0 V [p-p] composite / 75 ½ or Hi-z looping through
S-Video (Input: 1)

Y; 1.0 V [p-p] / 75 ½
C; 0.286 V [p-p] / 75 ½

Audio--RCA;
2 Inputs / 2 Outputs

TV System NTSC
Horizontal Resolution 500 lines at center (S-Video)
PS-Data Link Connector Yes
Sweep Linearity Less than 5%
Sweep Geometry Less than 2%
Overscaning 8%
Actual Visual Size (Approx.) 51 cm (20") diagonal
CRT Size (Approx.) 55 cm (21-9/16") diagonal 
19-type Rack-Mount Yes 
Ambient Operating Temperature Ð10ûC - +50ûC (+14ûF - +122ûF)
Ambient Operating Humidity Less than 90% 
Speaker Output 0.7 W
Dimensions (W x H x D) 482 x 443 x 476 mm (19" x 17-7/16" x 18-3/4")
Weight 26 kg (57.3 lbs.)

SPECIFICATIONS

MAJOR OPERATING CONTROLSKEY FEATURES

Power Switch 

Power/Standby LED
Standby Button

Input Select Button

Audio Level Control Buttons

Setup Cursol Buttons

Menu Button

AC Inlet
Video Connectors

S-Video Connector Standby Connector
Termination On/Off Switch

Audio Connectors

PS-Data Connector

Focus Control

51cm (20") Color AV Monitor
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