
TG3Z2710FCSTG3Z2710FCSTG3Z2710FCSTG3Z2710FCS

VARI FOCAL 3X 2.7～８mm F1.0VARI FOCAL 3X 2.7～８mm F1.0VARI FOCAL 3X 2.7～８mm F1.0VARI FOCAL 3X 2.7～８mm F1.0

for 1/3"format camerasfor 1/3"format camerasfor 1/3"format camerasfor 1/3"format cameras

CS-MountCS-MountCS-MountCS-Mount with Focus, w/o Amplifierwith Focus, w/o Amplifierwith Focus, w/o Amplifierwith Focus, w/o Amplifier

 Model No. Model No. Model No. Model No.  TG3Z2710FCS  Effective Effective Effective Effective FrontFrontFrontFront  φ19.4mm 1/31/31/31/3

 Focal Length Focal Length Focal Length Focal Length  2.7～ 8 mm  Lens Aperture Lens Aperture Lens Aperture Lens Aperture RearRearRearRear  φ  9.8mm 

 Max. Aperture Ratio Max. Aperture Ratio Max. Aperture Ratio Max. Aperture Ratio  1 : 1.0  Back Focal  Back Focal  Back Focal  Back Focal TeleTeleTeleTele  15.7mm 

 Max. Image Format Max. Image Format Max. Image Format Max. Image Format  4.8 x 3.6mm (φ6mm)  Length Length Length Length WideWideWideWide   8.0mm 

 Operation Range Operation Range Operation Range Operation Range  Iris Iris Iris Iris  F1.0 ～ 360  Flange Back Length Flange Back Length Flange Back Length Flange Back Length  12.5mm 

 Focus Focus Focus Focus  0.3m ～ Inf.  Mount Mount Mount Mount  CS-Mount 

 Zoom Zoom Zoom Zoom  2.7 ～ 8 mm  Filter Size Filter Size Filter Size Filter Size  M37.5  P=0.5mm 

 Iris Iris Iris Iris  Auto Iris  Dimensions  Dimensions  Dimensions  Dimensions  φ38.5 x 47.5 x 48.8mm 

ControlControlControlControl  Focus Focus Focus Focus  Manual  Weight Weight Weight Weight     65g CSCSCSCS

 Zoom Zoom Zoom Zoom  Manual 

 Object Dimension Object Dimension Object Dimension Object Dimension   2.7 mm  2.7 mm  2.7 mm  2.7 mm  71.5 × 45.0cm 

 at M.O.D. at M.O.D. at M.O.D. at M.O.D.    8 mm   8 mm   8 mm   8 mm  19.6 × 14.4cm 

DDDD 128.0～45.2゜

 Angle of View Angle of View Angle of View Angle of View HHHH 1/3" 100.0～36.2゜

VVVV 73.8～27.0゜

 Coil Coil Coil Coil DriveDriveDriveDrive    190 ohm 

ControlControlControlControl    850 ohm AGAGAGAG

 Operating Temperature Operating Temperature Operating Temperature Operating Temperature  -20゜C ～  +50゜C 

M.O.D. : Minimum Object DistanceM.O.D. : Minimum Object DistanceM.O.D. : Minimum Object DistanceM.O.D. : Minimum Object Distance
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Wiring Diagram
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