
Innovative design combined with advanced production

techniques and modern styling make this unit the benchmark for

the next generation of pan & tilt heads.

Offered with externally adjustable limit switches and Pre-set

positions.

Ease of maintenance and servicing has been significantly

improved over conventional pan & tilt designs. All external fixings

are the same size. Options and accessories can be retro-fitted with

plug-in wiring.

Type 2000 pan & tilt heads can be operated upright or inverted and

are available in the following range of voltages: 230Va.c, 24Va.c

and 24Vd.c.

DENNARD 2000 PAN & TILT HEAD

f Aesthetically styled

f Pressure die cast & Sheet construction

f Covered externally adjustable limits

f Weatherproof to BS.EN.60529 Level IP66. (no water ingress)

f Payloads of up to 20kg (no need for counter balance weights)

f Available voltages: 230V(AC) 24V(AC) 24V(DC) unitsFE
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DM/2000-500= 20KG PAN & TILT 230V

DM/2000-501= 20KG PAN & TILT 230V WITH PRESET LONG LIFE POTENTIOMETERS

DM/2000-502= 20KG PAN & TILT 230V 12D/SEC

DM/2000-503= 20KG PAN & TILT 230V 12D/SEC PRESET LONG LIFE POTENTIOMETERS

DM/2000-230= 20KG PAN & TILT 24V

DM/2000-231= 20KG PAN & TILT 24V WITH PRESET LONG LIFE POTENTIOMETERS

DM/2000-232= 20KG PAN & TILT 24V 12D/SEC

DM/2000-233= 20KG PAN & TILT 24V 12D/SEC PRESET LONG LIFE POTENTIOMETERS

DM/2000-308= 20KG PAN & TILT 24V DC

DM/2000-309= 20KG PAN & TILT 24V DC WITH PRESET LONG LIFE POTENTIOMETERS

DM/2000-310= 20KG PAN & TILT 24V DC WITH PRESET, CONSTANT ROTATION LONG LIFE POTENTIOMETERS

OPTIONS



The manufacturer reserves the right to change the specification 
without notice.
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WEIGHT FINISH
7.5kg Powder coated & stoved

PAN MOVEMENT MAXIMUM LOAD
5º to 350º 20kg

PAN MOVEMENT
+20º to -90º

TRANSMISSION
Better than 90%

PAN SPEED
2000-500+ 2000-230+ 2000-308+
7.5º/sec 7.5º/sec 48º/sec

(no load speed 24Vd.c)

TILT SPEED
2000-500+ 2000-230+ 2000-308+
3º/sec 3º/sec 16º/sec

(no load speed 24Vd.c)
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SPECIFICATION

All Dimensions in millimetres

PAN TORQUE
150kg

TILT TORQUE
400kg

OPERATING TEMPERATURE
-20º to +55º

BACKLASH
0.5º/sec maximum

POWER CONSUMPTION
2000-500+ 2000-230+ 2000-308+
24W 24W • 36W

CONNECTION
2000-500+ 2000-230+ 2000-308+
7 way connector 7 way connector • 14 way connector
(plus 4 way for preset option)
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