
8-channel Quad Compressor

8-channel B/W Quad Compressor

VQM-801P 

Model VQC-801P
Video Signal format CCIR Standard 625 lines, 50 fields/sec.

Video input 1.0 V (p-p) 75 ohms x 8 BNC
Video output: 1 1.0 V (p-p) 75 ohms x 1 BNC (QUAD ONLY)
Video output: 2 1.0 V (p-p) 75 ohms x 1 BNC (QUAD / FULL)

VCR input 1.0 V (p-p) 75 ohms x 8 BNC
Digital memory 720 x 564 pixels full-screen, 256 levels of gray scale

Colours –––
Refresh rate 50 fields/sec. each quadrant
Video sensor Built-in, ON / OFF setting

Alarm commands Ext. alarm input Ground contact closure
Alarm output +5 V at 5.7 kohms (low at alarm)

Controls Quad Quad A : display camera 1 to 4
Quad B : display camera 5 to 8
Quad A / B : display quad A and B. Switching time 1, 2, 3, 4, 5, 10, 20, 30 sec.

Sequence Camera 1 ~ 8 sequentially. Switching time 1, 2, 3, 4, 5, 10, 20, 30 sec.
VCR VCR in 
Still Quad mode (Quad A or Quad B), VCR play mode

Zoom Quad mode (Quad A or Quad B), VCR play mode
Others Title 10 characters: A ~ Z, and 0 ~ 9

Title position adjustment Provided
Clock display Provided

Summer time adjustment Provided
Connectors Alarm input / output, SW input Pushbutton terminal

RS-232C D-sub 9-pin
Electrical Power source 220 V ~ 240 V AC (± 10%), 50 Hz

Power consumption 10 W
Physical Operating temperature 5°C to 40°C [41°F to 104°F]

Dimensions 420(W) x 44(H) x 325(D) mm [16.54(W) x 1.73(H) x 12.8(D) in.]
Weight approx. 3.4 kg [7.5 lbs.]

*Specifications subject to change without notice

• 8 images can be monitored
with only one monitor

• Electronic zoom and still
• Video sensors and activity

detection
• Programmed recording
• Video loss alarm
• Security lock

• Asynchronous
• One push adjustable clock
• Automatic summer time

adjustment
• On-screen mode setting,

menu languages built in: 
English / French / German

• RS-232C compatible


