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DATA SHEET

Extended Storage Module

Retain more video over longer periods of time with an
Extended Storage Module (ESM). Ideal for Intellex DVMS and
LT systems', each ESM seamlessly expands your database
capacity by an additional 640 GB or 1000 GB. You can triple
the capacity by cascading up to three ESM units per Intellex
DVMS or LT. Both ESM640 and ESM1000 are compatible
with desktop and rack mount installations.

Rack Mount Kit

Turn your standard desktop Intellex into a rack-mountable
unit with our steel-constructed front rack mount kit. Our
Intellex BNC rack mount extension kit provides an additional
option, enabling you to install
the BNC video and alarm board
on the back of the rack and
connect it to Intellex using flexible
extension ribbon cables.

External Speakers

Hear as well as see what’s happening when you connect
these speakers to your Intellex Ultra, Intellex IP, Intellex DVMS
or Intellex LT system?.

External DAT Drive

Safeguard your previously recorded video by archiving
DDS-4 tapes on your system with this external DAT drive.

(1) The Extended Storage Modules are not compatible with Intellex Ultra or Intellex IP.
(2) Audio is enabled only on Premier Editions of Intellex DVMS and Intellex LT.

Intellex’ Accessories

Everything you need to complete your
digital video surveillance system.

= External Storage Module

= Rack Mount Kits

= External Speakers

= USB to RS-232 Adapter

= Data Port Expander

= External DAT Drive

= USB Control Module

= Video BNC Looping Kit

= 400 GB Disk Upgrade for Intellex Ultra

USB to RS-232 Adapters

Capture more data or expand the control of your digital video
management system. Our USB to RS-232 adapters provide
the interface you need to record text from cash registers,
ATMs and other devices as well as integrate Intellex with

the complete line of American Dynamics MegaPower® matrix

switcher/controller systems. The adapters are
available in models with one, four, or eight
RS-232 ports to match your data collection [ ] -
requirements.

USB Control Module

Get the tools to control, program, monitor and upgrade

your American Dynamics SpeedDome® programmable

dome cameras. Our USB Control Module lets you operate
SpeedDome Ultra, Optima and Optima LT from Intellex,
Network Client™ or a PC using all the features of a
TouchTracker-including DirectSet.” You can update firmware
via SensorNet as well as program and ping-test your

SpeedDomes without physically accessing them. Utilities and
associated files are posted at www.americandynamics.net.

Video BNC Looping Kit for Intellex Ultra
Add a matrix switcher or other video accessory without a
distribution amplifier with this looping kit for Intellex Ultra.

Intellex Ultra 400 GB Disk Upgrade
Expand the storage of your Intellex Ultra without
opening the chassis by sliding in a
400 GB disk drive.
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SPECIFICATIONS

External Storage Module
Model Numbers

ESMB40 . ............. 640 GB, rack mountable
ESM1000 ............. 1000 GB, rack mountable
Minimum Requirements
Hardware ............. Intellex v2.0 or higher, 512 MB RAM
(Not compatible with Intellex Ultra or IP)
Software .............. Intellex v2.2 or higher for ESM640 (v2.6 or v3.1
or higher preferred); v2.6 or v3.1 or higher for
ESM1000
Controls and Displays
Power Indicator ... ...... Green
Drive Activity Indicator . . . .Orange
Connectors
Input/Output .. ......... |EEE 1394 (FireWire) compatible
Electrical
Input Power ........... 95 to 264 VAC 50/60 Hz
Power Consumption . .. .. Less than 75 watts
Mechanical
Dimensions (H x W x D) . .43 x 429 x 406 mm (1.75 x 17.0 x 16.0 in)
Unit Weight ............ 7.7 kg (17.0 Ibs)
Shipping Weight . ....... 8.2 kg (18.0 Ibs)
Color ... Black

Environmental
Operating Temperature . .
Storage Temperature . ..

.00 35°C (32 to 104°F)
1810 71°C (0 to 160°F)

Relative Humidity ....... 510 95%
Regulatory
Emissions ............. FCC 15b, Class A; EN55022 (1995), Class A
ENG1000-3-2 (1995); EN61000-3-3 (1995)
Immunity .............. EN50130-4 (1996)
Safety ................ EN60960 Amendments 1, 2 and 3

UL1950, CUL1950, Third Edition

Rack Mount Kit

Model Numbers

DVRM-O1 ... Intellex rack mount kit for Intellex v2.0 or higher
with desktop chassis
UHRMO9 . ............. Intellex BNC rack mount extension kit for

16-channel Intellex v2.0 or higher

External Speakers
Model Number

RDVSPKO1 . ........... Intellex speakers, pair, external
Minimum Requirements
Hardware ............. Intellex v2.1 or higher
Software .............. Intellex v2.4 or higher
Electrical
Input Power ........... 9 VDC (120 VAC adapter included)
Output Power . ......... 4 watt output (2 watts per channel)
Frequency Response ... .30 to 20,000 Hz
Mechanical
Dimensions (Hx W x D) . .89 x 210 x 115 mm (3.5 x 8.25 x 4.5 in)
Color ... Black

USB to RS-232 Adapters
Model Numbers
RDVUSB23201 ......... Intellex USB to RS-232 Adapter;
includes a USB Cable [1.83 m (6 ft)]
Minimum Requirements

Hardware ............. Intellex v2.1 or higher
Software ............. Intellex 2.4 or higher
Mechanical
Dimensions (Hx W x D) ... .88.90 x 20.32 x 44.45 mm (35 x .80 x 1.75in)
Unit Weight .. .......... 73 kg (1.01b)

Product offerings and specifications are subject to change without notice. Actual products may vary from photos. Not all products include all features.
Availability varies by region; contact your sales representative. certain product names mentioned herein may be trade names and/or registered trademarks

of other companies.

© 2006 Sensormatic Electronics Corporation. All rights reserved. AD0009-DS-200602-R01-A4-EN

www.americandynamics.net

Environmental

Operating Temperature . . .5 to 35°C (41 to 95°F)

Regulatory
Safety ........ ... ... .. FCC, CE, UL
Model Numbers
RDVEXPO1 ............ Intellex USB to 4X RS-232 adapter
RDVEXPO2 ............ Intellex USB to 8X RS-232 adapter
Minimum Requirements
Hardware ............. Intellex v2.1 or higher
Software .............. Intellex v2.4 or higher (RDVEXPO1)
Intellex v3.1 or higher (RDVEXP02)
Mechanical

Dimensions (H x W x L) . . .44.45 x 182.88 x 110.49 mm
(1.75x 7.20 x 4.35 in)
Unit Weight .. ........... 45 kg (1.0 Ib)
USBCable ............ 1.0 m (3.28 ft)
Environmental

Operating Temperature . . .0 to 55°C (32 to 131°F)

Relative Humidity ....... 010 95%
Regulatory
Safety ................ FCC, CE, UL

External DAT Drive
Model Number
RDVDATO1 ... Intellex DAT, external tape drive, 20 GB, DDS-4;
includes (one of each): Veritas backup data
cartridge, cleaning cartridge and SCSI adapter card
Minimum Requirements
Hardware ............. 16-channel Intellex DVMS, IP or Ultra;
4- or 8-channel units may require removing
FireWire or 56K modem to make PClI slot available
Software .............. Intellex v2.4 or higher
Performance
Sustained Data Transfer Rate .4.8 MB/sec @ 2:1 compression

Avg. Seek/Access Time . .55 sec
Buffer Size ............ 8 MB
Mechanical
Dimensions HxW xD) ..... 66.04 x 198.12 x 25654 mm (2.6 x 7.8 x 10.1 i)
Shipping Weight .. ... ... 3.92 kg (8.65 Ibs)
Color ................. Black

Environmental
Operating Temperature . .

USB Control Module
Model Number
ADACSNET ............ USB Control Module
Includes one install kit and one USB cable

.10 to 35°C (50 to 95°F)

Mechanical
Dimensions HxWxD)....... 25.40 x 7064 x 102.36 mm (1.0 x 2.781 x 4.03 in)
Shipping Weight ... ..... 0.5 kg (1.1 Ibs)

Environmental
Operating Temperature . . .10 to 50°C (14 to 122°F)
Relative Humidity ....... 010 95%

Video BNC Looping Kit for Intellex Ultra
Model Number
ADACHULP . .......... Intellex Ultra, looping panel; includes a BNC
looping board, ribbon cable, right angle audio
adapters and mounting hardware

Intellex Ultra 400 GB Disk Upgrade
Model Number
ADACHDDC400 ......... Intellex Ultra 400 GB hard disk with drive caddy
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