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ACCESORIOS
ACCESORIES

REGULADORES DE VELOCIDAD / SPEED CONTROLLERS

Los reguladores de velocidad S&P son del tipo electro-
mecánico por transformador, con cinco tensiones de
salida senoidal.

GAMA MONOFÁSICA RMB (230 V)
Dispone, además de la regulación manual de 5 posi-
ciones, de otra posición para funcionamiento automá-
tico en combinación con un termostato externo de
cinco posiciones (este termostato no se incluye en el
regulador).

GAMA TRIFÁSICA RMT (230/400V)
Regulación manual con cinco tensiones de salida
senoidal.

S&P speed controllers are of electromechanical
transfomer type with five contacts of senoidal
output.

SINGLEPHASE RMB RANGE (230 V)
Has, as well as 5-position manual speed control,
another position for automatic function in combi-
nation with an external 5-position thermostat (this
thermostat is not included in the speed control).

THREE-PHASE RMT RANGE (230/400 V)
Manual speed control with five senoidal contacts.

A

B C

BOCAS DE ASPIRACIÓN / INLET RINGS

Oídos para la entrada de aire en las turbinas que son
imprescindibles para obtener las performances gene-
rales de los ventiladores indicadas en el catálogo,
construidos en chapa galvanizada.
Otros tamaños y/o variantes constructivas son posi-
bles bajo consulta.

Inlet rings of galvanized sheet, which are used for
the entrance of the air in the impellers, are vital to
obtain the general performance indicated in the
catalogue for each fan.
Other sizes and/or design variations are available
on request.
"

Turbina / Impeller a b c d e
133 129 118 84 13 4,5
175 170 158 125 14 4,5
180 170 158 125 14 4,5
190 170 158 125 14 4,5
220 252 245 152 20 4,5
225 223 210 146 28 4,5
250 255 240 164 31 4,5
280 280 260 183 35 4,5
315 308 286 207 54 7
355 349 320 232 59 10
400 383 356 261 67 10
450 423 395 293 72 10
500 465 438 329 80 10
560 516 487 369 88 10
630 566 543 414 96 10
710 640 605 464 107 14

"

A B C Peso (kg)
Weight (kg)

RMB-1,5 3

RMB-3,5 220 168,5 107 4

RMT-1,5 6

RMB-8 10

RMB-10
300 247 200

12

RMT-3,5 13,7

RMT-8 20,5

RMT-12 400 300 205 30

"

Intensidad máxima/Intensidad máxima
Tipo/Type (A)
RMB-1,5 1,5

RMB-3,5 3,5

RMB-8 8

RMB-10 10

"

Intensidad máxima/Intensidad máxima
Tipo/Type (A)
RMT-1,5 1,5

RMT-3,5 3,5

RMT-8 8

RMT-12 12


