
Varilla roscada.

Varilla roscada zincada.

DIN 975

Varilla roscada zincada DIN 975, fabricada en longitud  total de 1.000 mm     
        

Codigo Medida
mm 

/ Und

841001

841004

5/32”x 1.000

M-4x 1.000

M-6x 1.000

M-8x 1.000

M-10x 1.000

M-12x 1.000

Varilla roscada DIN 975.

100

200

200

50

50

25

10.000

10.000

5.000

2.000

2.000

1.000

0.3970

0.3970

0.4810

0.7930

1.2620

1.6830

Varilla Roscada DIN 975
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3.9

4.2

4.8

7.90-8.50

7.90-8.50

8.80-9.40

4.50-7.00

4.50-7.00

4.50-7.00

3.70-4.00

4.00-4.30

4.70-5.00

2.25-2.55

2.50-2.80

3.05-3.35

0.50-0.80

0.50-0.80

0.50-1.00

1.40-1.70

1.40-1.70

2.10-2.30

2.35-2.93

2.35-2.93

2.50-3.16

4.50-5.00

4.50-5.00

4.50-5.00

4.50-5.10

4.50-5.10

4.50-5.10

0.81

0.81

0.81

28 min

28 min

28 min

841006

841008

841010

841012
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