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Lamp Ref Color W Plum

QT-DE

R7 s 66.01.31.0 max1x150 150W
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6601313

Semiplanes C 90˚ 90˚

45˚45˚

Im = 2200
Imax = 34

TE 0.47 D + 0.00 T
= 46.56%

G=0.0˚
Alpha=36.6˚+36.7˚
Beta=15.6˚+63.5˚

h[m] Max Med D[m] D[m]

5  25 8 7.44 11.41

4  39 12 5.95 9.12

3  70 22 4.46 6.84

2  158 49 2.98 4.56

1  631 195 1.49 2.28

HIT

G12 66.41.26.0 35 43,7W

0

180

90

270

6641260

Semiplanes C 90˚ 90˚

45˚45˚

Im = 3200.00
Imax = 361.00 cd/klm

F UTE 0.57 D + 0.00 T
Eta = 57.35%

G=0.0˚
Alpha=39.4˚+39.4˚
Beta=13.5˚+72.8˚

h[m] Max Med D[m] D[m]

5  43 9 8.23 17.35

4  67 14 6.58 13.88

3  120 24 4.94 10.41

2  270 55 3.29 6.94

1  1078 219 1.65 3.47

CDM-Tm

PGJ5 66.41.27.0
66.41.28.0

20
35

25W
43,7W
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6641280

Semiplanes C 90˚ 90˚

45˚45˚

Im = 3000.00
Imax = 390.60 cd/klm

F UTE 0.53 D + 0.00 T
Eta = 52.53%

G=0.0˚
Alpha=36.4˚+38.3˚
Beta=11.0˚+72.0˚

h[m] Max Med D[m] D[m]

5  40 9 7.64 16.40

62 134 6.11 13.12

110 243 4.58 9.84

247 542 3.06 6.56

989 2161 1.53 3.28

TC-TE

GX24q-2 66.41.29.0 18 21W
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6641293

Semiplanes C 90˚ 90˚

45˚45˚

Im = 1200
Imax = 259.50 cd/klm

TE 0.43 D + 0.00 T
Eta = 42.81%

G=0.0˚
Alpha=39.0˚+39.0˚
Beta=17.6˚+65.8˚

h[m] Max Med D[m] D[m]

5  11 3 8.11 12.72

4  18 5 6.49 10.18

3  31 9 4.87 7.63

2  70 21 3.24 5.09

281 841 1.62 2.54

TC-TE

GX24q-3 66.41.22.0 26 26W
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6641223

Semiplanes C 90˚ 90˚

45˚45˚

Im = 1800.00
Imax = 259.50 cd/klm

F UTE 0.43 D + 0.00 T
Eta = 42.81%

G=0.0˚
Alpha=39.0˚+39.0˚
Beta=17.6˚+65.8˚

h[m] Max Med D[m] D[m]

5  17 5 8.11 12.72

26 84 6.49 10.18

47 143 4.87 7.63

105 322 3.24 5.09

422 1261 1.62 2.54
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Aplique MICRO PROA con óptica asimétrica 
para iluminar fachadas, monumentos, árboles, 
etc. Su rótula permite giros de 180º aportando 
gran fl exibilidad  y permitiendo que la luminaria 
se pueda instalar en paredes, techos o suelos.

MICRO PROA wall fi tting with asymmetric 
optics to act as a wall washer and illuminate 
monuments, exhibitions, etc. The ball joint 
allows rotation through 180º, allowing great 
fl exibility and making the luminaire suitable for 
wall or ceiling mounting.

Aplique MICRO PROA de radiación directa con óptica asimétrica
MICRO PROA wall fi tting for direct lighting with asymmetric optics
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