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Lamp. Ref Color Ref Color W Plum h mm

TC-TSE

E 27 58.01.04.3
58.01.14.3

58.01.04.4
58.01.14.4

23
23

23W
23W

850
450

180

270

5841133

Semiplanes C 90˚ 90˚

0˚

45˚

Im = 1800.00
Imax = 50.50 cd/klm

F UTE 0.16 I
Eta = 15.75%

G=-46.0˚
Alpha=22.2˚+25.3˚
Beta=57.0˚+57.0˚

h[m] Max Med D[m] D[m]

5  2 0 10.62 22.18

3 14  8.50 17.75

5 13  6.37 13.31

11 32  4.25 8.87

43 101  2.12 4.44

TC-TE

GX24q-3 58.41.03.3
58.41.13.3

58.41.03.4
58.41.13.4

26
26

26W
26W 

850
450

Detalle / Detail Ref Color h mm

58.00.70.3 120

Al
CRISTAL

960ºIP 
65

IK 
06

CLASE
I

Baliza fabricada en extrusión e inyección 
de aluminio, lacada en poliéster color gris 
texturizado, cristal templado de seguridad y 
con un tratamiento anticorrosivo Alodine 1200 
en su base. Los modelos de fl uorescencia, 
incorporan unas rejillas anti deslumbramiento 
que garantizan el confort visual y evitan la 
emisión de fl ujo hacia el hemisferio superior.

Bollard manufactured in extruded, injected 
aluminium, lacquered in texturised grey 
polyester, with tempered safety glass and 
Alodine 1200 anticorrosion treatment on the 
base. The fl uorescent tube models include 
anti-glare grilles that guarantee visual comfort 
and prevent light fl ow emission to the upper 
hemisphere.
 

Baliza B-SIDE para fl uorescencia
B-SIDE bollard for fl uorescents

Directo a red
Direct to network

Electrónico
Electronic 

Accesorios 
Accessories

Pantalla direccional 180º
Directional screen 180º

Equipo / Gear

B-SIDE


