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Lamp Ref Color nº led Plum

CLASE
I

LED
Neutral

    350 mA
700 mA

69.41.26.3
69.41.09.3

61
126

350 mA
700 mA

Street
Street

0
180

90

270

6941263

Semiplanes C

600

90˚ 90˚

0˚

45˚45˚

Im = 4072.00
Imax = 711.80 cd/klm

F UTE 1.00 F + 0.00 T
Eta = 99.98%

LED
Neutral

350 mA
700 mA

69.41.15.3
69.41.10.3

61
126

350 mA
700 mA

Street
Street

GLASS
960º

max.
15°

0°
max.
15°

IP 
66

IK 
08 Al

687 mm

81

6 m

5 m

4 m

Luminaria vial IP66 fabricada en inyección 
de aluminio lacado en poliéster color gris y 
grafito texturizado. Óptica vial con 48 leds de 
alta potencia. Modelos disponibles en clase I 
y clase II y con equipos alimentados a 350 y a 
700mA. Dispone de una rótula que le permite 
una gran flexibilidad para poderse adaptar a 
todas las tipologías de columnas y báculos sin 
necesidad de adaptador adicional. 
 
IP66 street luminaire made of injected 
aluminium lacquered in texturised grey and 
granite polyester. Street optics with 48 power 
Leds. Models available in Class I and Class II 
and with control gears feeds at 350 or 700mA. 
This luminaire has a hinge joint that enables 
great flexibility to adapt to any type of column 
or post, without needing an additional adapter.

Luminaria vial DUNE LEDS
DUNE LEDS street luminaire

Electrónico
Electronic

Electrónico
Electronic

Equipo / Gear

DUNE LEDS


