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Ref Color W Plum X Y

48.06.10.3
48.06.11.3

48.06.12.3
48.06.13.3

2 x 18
2 x 26

2 x 18
2 x 26

38
53

38
53

500
500

500
500

150
150

150
150

Ref

A 48.06.07.3

BASIC* LAMPTUB*
COLOR STANDARD:

BLANCO
WHITE
BLANC

*

1 unit./ref.

TRIPLEX*

EXTRAPLANA* DINAMIC
LINIA CONTINUA

OVAL*

Ref

B 48.06.03.3

FINELAMP

1 unit./ref.

F
TC-D

G24IP
20

CLASE
I

850º

1-10V
Sc

en
ing

CRISTAL

Los anclajes A y B permiten acoplar 
diferentes tipologías de luminarias, mientras 
que los conjuntos DUELAMP con downlights 
y proyectores disponen de un sistema de 
anclaje propio y tapas superiores protectoras 
con ranuras de auto ventilación. Todos ellos 
fabricados en chapa de acero lacados en color 
gris RAL 9006. No lleva equipo incorporado.

The A and B attachments are suitable for 
different types of luminaires. The DUELAMP 
kits with downlights and projectors have their 
own attachment system and protective top 
covers with slots for ventilation. They are all 
manufactured in steel sheet lacquered in grey 
RAL 9006. They do not have incorporated 
control gear.  

Conjunto DUELAMP con downlight de policarbonato (fl uorescencia compacta)
DUELAMP combination with compact fl uorescent polycarbonate downlight

Refl ector metalizado
Metallized refl ector

Difusor opalizado
Opal diffuser

Anclaje A DUELAMP para acoplar luminarias
DUELAMP A anchorage point for structures

Anclaje B DUELAMP para acoplar estas luminarias
DUELAMP B anchorage point for structures

Referencias regulables p.481

Dimable references p.481

Sistemas de control 1-10V p.456

Systems of control 1-10V p.456

DUELAMP



DUELAMP
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Ref Color W Plum X Y

48.06.16.3
48.06.17.3

70
150

pag. 465
pag. 465

500
500

150
150

Ref Color W Plum X Y

48.06.18.3

48.06.19.3

48.06.22.3

75

50/100

35/70

pag. 465

pag. 465

pag. 465

350

350

350

150

150

150

Ref Color W Plum X Y

48.06.28.3 35/70 pag. 465 350 170

Ref Color W Plum X Y

48.06.20.3 2 x 50 pag. 465 350 150

960º
60º HIT-DE

RX7sIP
20

CLASE
I CRISTAL HST-DE

RX7s

960º
40º 355º

IP
20

CLASE
I CRISTAL

°

40° HIT-TC

G8,5

45º 355º

IP
20

CLASE
I

960º
QR-CBC51

GU 5,3

35º

35º

35º

35º

IP
20

CLASE
I

960º

PAR30

E27

QR-111

G 53

CDM-R111

GX 8,5

Conjunto DUELAMP con downlight rectangular basculante
DUELAMP combination with adjustable rectangular aluminium

Conjunto DUELAMP con downlight con sistema cardan
DUELAMP combination with downlight with cardan system

Conjunto DUELAMP con downlight ORBIT basculante circular
DUELAMP combination with adjustable circular downlight ORBIT

Conjunto DUELAMP con 2 downlights de Bajo Voltaje orientables con rotación 355°
DUELAMP combination with two adjustable low-voltage downlights with 355º rotation 


