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Lamp Ref Color W Plum Fig.

HIT-DE

RX7s

HST-DE

RX7s

92.01.19.0 1x70 pag. 465 1

180

90

9201190

Semiplanes C 90˚ 90˚

45˚

Im = 6400.00
Imax = 558.54 cd/klm

F UTE 0.81 C + 0.00 T
Eta = 81.20%

G=0.0˚
Alpha=46.2˚+46.2˚
Beta=29.7˚+29.7˚

h[m] Max Med D[m] D[m]

5  143 57 10.42 5.70

4  223 89 8.34 4.56

3  397 157 6.25 3.42

894 3542 4.17 2.28

3575 14171 2.08 1.14

Lamp Ref Color W Plum Fig.

HIT-DE

RX7s

HST-DE

RX7s
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180

920

Sem

750

90˚

0˚

45˚

Im = 13500.00
Imax = 982.66 cd/klm

F UTE 0.68 B + 0.00 T
Eta = 68.11%

G=0.0˚
Alpha=15.0˚+15.0˚
Beta=14.0˚+14.0˚

h[m] Max Med D[m] D[m]

5  531 310 2.68 2.49

829 4844 2.14 1.99

1474 8603 1.61 1.50

3316 19362 1.07 1.00

13266 77431 0.54 0.50
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Downlight ALUMIC para lámpara HIT-DE/ HST-DE de 70w
ALUMIC downlight for double ended discharge lamps

Downlight empotrado modelo ALUMIC con 
ranuras para disipación óptima del calor con 
equipo no incluido. Con aro fabricado en 
inyección de aluminio lacado en color blanco 
y refl ector de aluminio mate de alta pureza. 
Para lámparas de descarga de disposición 
horizontal tipo HIT-DE y HST-DE.

ALUMIC model recessed downlight with slots 
for optimal heat dissipation, control gear not 
included. With trim ring manufactured in die 
cast aluminium lacquered in white and with 
a high purity matt aluminium refl ector.  For 
horizontally positioned HIT-DE and HST-DE 
discharge lamps. 

Downlight ALUMIC para lámpara HIT-DE/HST-DE de 150w
ALUMIC downlight for double ended discharge lamps

Cristal UVA
UVA Glass
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