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HOSPITAL STANDARD

Lamp Ref. Color W Plum L mm

T8/T26

G13 85.03.00.7 3 x 18 78,2W 800

0
180

90

270

8503007

Semiplanes C 90˚ 90˚

45˚45˚

Im = 2700.00
Imax = 245.43 cd/klm

F UTE 0.68 E + 0.00 T
Eta = 68.27%

G=-18.0˚
Alpha=48.5˚+48.7˚
Beta=50.4˚+46.5˚

h[m] Max Med D[m] D[m]

5  25 7 14.48 11.89
4  39 10 11.59 9.51
3  69 19 8.69 7.13

156 422 5.79 4.76
623 1671 2.90 2.38

800 mm

850º FIP
42

CLASE
I

Al

Detalle / Detail

0
180

90

270

8503007

Semiplanes C

90˚ 90˚
Im = 1350.00
Imax = 257.86 cd/klm

F UTE 0.58 T
Eta = 57.76%

G=0.0˚
Alpha=39.3˚+39.3˚
Beta=53.3˚+53.3˚

h[m] Max Med D[m] D[m]

5  14 4 8.18 13.44

22 74 6.55 10.75

39 123 4.91 8.06

87 282 3.27 5.38

348 1101 1.64 2.69

Cabezal HOSPITAL con difusor de policarbonato y tirador
Direct HOSPITAL head light with polycarbonat diffuser and cord switch

Electromagnético
Electromagnetic

El cabezal HOSPITAL con tirador de 3 
encendidos, tiene un cuerpo de extrusión de 
aluminio lacado en color crema RAL 1013, 
y dispone de dos cavidades. En la superior 
se ubica el refl ector para radiación indirecta, 
mientras que en la parte inferior es donde se 
aloja el refl ector para radiación directa y el 
tirador. Para lámparas fl uorescentes T8.

The head light HOSPITAL shooter with 3-on, 
has an extruded aluminum body painted beige 
RAL 1013, and has two cavities. At the top is 
located the refl ector to indirect radiation, while 
at the bottom is where the refl ector is hosted 
for direct radiation and the cord switch. For T8 
fl uorescent lamp. 

Fijación en pared incorporada de 50 cm.
Fixation for wall incorporated of 50 cm.

Equipo / Gear

Cuerpo y tapas fi nales de aluminio 
Aluminium body and end covers

Refl ector de aluminio y difusor de policarbonato
Aluminium refl ector and polycarbonate diffuser

Con tirador niquelado de 3 encendidos
Nickel plated three-position pull switch


