XTREMA

Luminaria XTREMA 40 para empotrar con 2 o 3 LED’s de proyeccién
XTREMA 40 recessed luminaire with 2 or 3 LED’s of projection

Luminaria de empotrar para exterior modelo
XTREMA. Cuerpo fabricado en acero inoxidable
AISI 304 y difusor de cristal translicido. Existen 2
versiones:con 2 LEDs (XTREMA40)ycon6 LEDs
(XTREMA 80) disponibles en 2 temperaturas de
color: blanco calido y blanco frio. Optica fija Wide
Flood en la versién con 2 LED y 6ptica Very Wide
Flood o Medium Flood en la versién de 6 LEDs.
También disponible el modelo XTREMA 40 en
LEDs color azul y RGB. Driver externo y caja de
empotramiento no incluidos.

Flush-mounted XTREMA luminaire for exteriors.
AISI 304 stainless steel body and translucent
glass diffuser. There are 2 versions: with 2 LED’s
(XTREMA 40) and with 6 LED’s (XTREMA 80)
available in 2 colour temperatures: warm white
and cold white. Fixed Wide Flood lens in the 2
LED version and Very Wide Flood or Medium
Flood lens in the 6 LED version. The XTREMA 40
model also available with blue and RGB LED’s.
External driver and installation box not included.
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Lamp Ref Color  N°LED w Plum luz °K
98.02.05.3 0 2 2,4 - O Cool
LED 98.02.063 O 2 24 - O  Warm
98.02.07.3 O 3 3,2 - ) RGB
98.02.08.3 0 2 2,4 - @ R
Luminaria XTREMA 80 para empotrar con 6 LEDs de proyeccion
XTREMA 80 recessed luminaire with 6 LED’s of projection
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Lamp Ref Color  N°LED w Plum /N °K
98.06.15.3 0 6 7,2 - VWFL  Cool
LED 98.06.16.3 0 6 7,2 - VWFL  Warm
98.06.17.3 | 6 7,2 - MFL  Cool
98.06.18.3 O 6 7,2 - MFL  warm
Accesorios
Accessories
Detalle / Detail Ref L mm Detalle / Detail Ref L mm
Caja empotramiento 98.00.97.3 85 suelo Caja empotramien- ~ 98.00.99.3 80 suelo
XTREMA 80 P i to XTREMA 40 98.00.98.3 40 pared
XTREMA 80 recessing — XTREMA 40 reces-
box L m sing box
X : d
280 044
Driver led RGB y Mo- 92.47.84.0 Pack de control por  92.47.85.0
nocolor 2 5 infrarojos
43 RGB and one-color led X L | Infrared control pack
= / driver
N
-
1 unid. - 13 Xtrema 40 or 4 Xtrema 40 RGB ’
1 unid. - 4 Xtrema 80
Conectores 3 polos IP67  96.00.98.0 Convertidor DMX 92.47.86.0
Connector of 3 poles - DALI
1P67 DMX - DALI con-
verterpack

60 LAMP

1 unid. - 13 Xtrema 40 or 4 Xtrema 40 RGB
1 unid. - 4 Xtrema 80

1 unid. - 50 drivers 92.47.84.0



