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Detalle / Detail Ref Color

63.06.20.8
63.06.20.6
63.06.20.5
63.06.20.1 UVA

Lamp. Color W Plum

HIT

G12 63.01.50.3
63.01.50.0
63.01.51.3
63.01.51.0

63.01.60.3
63.01.60.0
63.01.61.3
63.01.61.0

70
70

150
150

87,4W
87,4W

179,4W
179,4W 0

180

90

270

6301500

Semiplanes C 90˚ 90˚

0˚

45˚45˚

Im = 6700.00
Imax = 1327.00 cd/klm

F UTE 0.71 B
Eta = 70.82%

G=0.0˚
Alpha=14.7˚+14.7˚
Beta=14.7˚+14.7˚

h[m] Max Med D[m] D[m]

356 2095 2.62 2.62

556 3274 2.10 2.09

988 5813 1.57 1.57

2223 13082 1.05 1.05

8891 52321 0.52 0.52

Al
CRISTAL

960º FIP
20

CLASE
I 90º 355º

Proyector COMET para lámparas halogenuros metálicos Bipin
COMET projector for discharge lamps

Proyector con adaptador a carril trifásico 
universal o base para superfi cie. Giratorio 
350º y orientable 90º. Con cuerpo fabricado 
en aluminio inyectado y lacado en color gris 
o blanco. Con ranuras de disipación de calor, 
refl ector de aluminio y cristal de protección 
templado. Para una lámpara de descarga 
Bipin HIT y SDW-TG.

Projector with adapter for mounting on a 
universal three-phase track or with a base for 
surface mounting. Can rotate through 355º and 
tilt through 90º. Available in grey or white, the 
body is made from die cast aluminium. With 
slots for heat dispersal, aluminium refl ector 
and tempered protective glass cover. Suitable 
for Bi-pin HIT and SDW-TG discharge lamps.

Accesorios
Accessories

Filtros de color
Color fi lters

Ref. Carril
Ref. Track

Ref. Techo
Ref. Ceiling

Proyector con soporte de base
Ceiling mounted projector

Proyector con adaptador a carril electrifi cado
Track mounted projector

Equipo / Gear

Electromagnético
Electromagnetic 

COMET


